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DUPLO INDIRECT

CONSTRUCTION
Fixture is constructed of corrosion-resistant
die-cast aluminum alloy.

SHIELDING
Lamp is shielded with tempered glass 
plates.  Inner reflectors constructed of pure
aluminum with diffusing finish.  Reflectors
direct approximately 70% of the light output
upward and 30% downward – see reverse 
for detail.  

FINISH
Fixture is finished in polyester powdercoat,
RAL 9006.

ELECTRICAL
Specify 120 or 277 volt.  Fixture and all 
electrical components are U.L./C.U.L. WET
LOCATION LISTED. Fixture supplied with
internal electronic ballast.

LAMPING
39W or 70W single-ended T6 lamp with G12
base.  Lamp not included.

MOUNTING
Fixture mounts to standard junction box.  

FIXTURE
DUI – Duplo Indirect

LAMPING
39 – 39W metal halide
70 – 70W metal halide

VOLTAGE
120 – 120 Volt
277 – 277 Volt

EXAMPLE:  DUI-39-120

Specifications

Dimensions

Catalog Number

6.9"

"
9.

6

4.7"

12.1"

14.3"
2.2"



DUPLO INDIRECT

Energie LLC, 4885 Ward Road, Suite 300 Wheat Ridge, CO 80033  Tel 720 963 8055  Fax 720 963 8044  www.energielighting.com
In an effort to continually improve our products, we reserve the right to change or modify designs and/or materials without prior notice.
All rights reserved. These products may be covered by one or more U.S. or international patents or patents pending.  05/06

Installation instructions may be found at www.energielighting.com. 

Photometrics

LUMINAIRE

Description: Duplo Indirect with (1) 70 watt metal
halide lamp.

Catalog Number: DUI-70-120

Efficiency: 52.0%

ZONE LUMENS % LAMP % FIXT
0 - 30 560.6 9.3 18.0
0 - 40 775.8 12.9 24.8
0 - 60 870.6 14.5 27.9
60 - 90 6.4 0.1 0.2
0 - 90 877.0 14.6 28.1
90 - 180 2245.9 37.4 71.9
0 - 180 3122.9 52.0 100.0
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