


ENFORM-MAX PENDANT

Energie LLC, 4885 Ward Road, Suite 300 Wheat Ridge, CO 80033           Tel 720 963 8055  Fax 720 963 8044  www.energielighting.
com
In an effort to continually improve our products, we reserve the right to change or modify designs and/or materials without prior notice.

Installation instructions may be found at www.energielighting.com. 
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Photometrics - (1) 26W T5 lamp

Details

LUMINAIRE

Description:  Enform-MAX Pendant with (1) 26 watt 
T5 GE WattMiser® fluorescent lamp, Universal
ULT B228PUNV95-D ballast and specular louver. 

Catalog Number:   EFMAX-8-8-RPX-1T526-120
(data for (1) 4-foot module only)

Efficiency:  98%

Distribution:  62% indirect, 38% direct
ANSI/IESNA RP-1-04 compliant at 55 degrees.

ANGLE 0-DEG 45-DEG 90-DEG
45  2930  5324  2165
55  1104  1204  221
65  27  82  54
75  0  0  39
85  0  0  0

LUMINANCE (Candela / sq meter)

CANDELA DISTRIBUTI0N

CONTINUOUS LOUVER
Louver is optically continuous across fixture 
length and joints.

SPRING TENSIONED LOUVER
The spring-tensioned louver allows the louver 
to remain in place while installing lamps or 
relamping the fixture.  

MIRO® LOUVER
Enform products utilize ultra-high reflectance 
MIRO louver material, enabling precise control 
of light output and fixture brightness while 
maintaining maximum efficiency.
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MIRO is a registered trademark of Alanod.


