


56

LEVEL

Oe¢/ REGENT

Photometrics

CANDELA DISTRIBUTION LUMINAIRE
0 45 20 T : .
0 262 262 562 Description: ‘Zcr)#‘; foot Level with (1) 54 watt T5 high output
5 261 262 264
15 262 260 255 ——— )
25 554 519 531 Catalog Number: LEV-4-4-17554-120
35 237 226 191 it . 9
45 198 186 139 Efficiency: 90.2%
gg ;;5 ;gg ;g Distribution: 85% indirect / 15% direct
75 3 3 5 ANSI/IESNA RP-1-04 compliant at 55 degrees.
85 2 2 1
95 108 83 2 ZONAL LUMEN SUMMARY
Ak 105 431 354 136
X 115 720 529 282 ZONE LUMENS % LAMP % FIXT
125 895 606 424 0-30 209.1 47 52
135 982 658 547 0-40 342.3 7.7 8.5
145 923 709 647 0-60 559.6 12.6 139
155 852 750 720 60-90 344 0.8 0.9
165 822 782 777 0-90 594.0 13.3 14.8
175 802 796 804 90-180 34185 76.8 85.2
180 800 800 800 0-180 4012.5 90.2 100
LUMINANCE (Candela / sq meter) COEFFICIENTS OF UTILIZATION
ANGLE  0-DEG 45-DEG  90-DEG PCC 80 70 50 10 0
45 1593 1376 1114 PW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 10
55 1137 1007 777 RCR
65 383 362 304 0 89 89 89 .8 78 78 .78 .78 58 58 .58 21 21 21 13
75 64 46 46 1 81 78 75 .72 71 68 66 .63 51 49 48 19 19 19 12
85 150 78 78 2 74 68 .63 .59 65 60 .56 .52 45 42 40 17 .17 16 10
3 68 60 54 49 59 53 48 44 39 36 34 16 .15 14 09
4 62 53 47 42 b4 47 41 37 35 31 29 1413 12 08
5 57 47 40 35 50 42 36 .32 31 28 25 13 12 11 07
6 b2 42 35 31 46 37 32 27 28 24 21 11 .10 .09 06
7 48 38 31 27 42 34 28 24 25 21 .19 10 .09 .08 06
8 45 34 28 23 39 30 25 21 23 .19 .16 10 .08 .07 05
9 41 31 25 21 36 28 22 .18 21 .17 14 09 .08 .07 04
le— 47.3" —»
4" — (1) 4 FIXTURE
le— 953 ———
8' (1) 8 FIXTURE
le— 716" ——ple—— 716" ———>
12 (1) 12' FIXTURE
e 956" ———— Pl 956" ——————p
16' (2)8' FIXTURES
le— 473" —ple—— 720" ——P>ft—— 720" ———>le— 47.3" —>]
20' (1) 4 FIXTURE - (1) 12' FIXTURE - (1) 4' FIXTURE
¢« 956 ——— Pl 956" Pl 956" ———»
24' (3) 8 FIXTURES

Installation instructions may be found at www.energielighting.com.
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