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Photometrics
LUMINAIRE

Description: Luceo RAX Wallwash with 1 28 watt T5
lamp

Catalog Number:  LUC-RAX-1T528-120-HRD

Efficiency:  83.5%

Distribution: 0% indirect, 100% direct

ZONE LUMENS % LAMP % FIXT
0-30 594.24 22.9 27.4
0-40 973 37.4 44.8
0-60 1727.17 66.4 79.6
0-90 2170.39 83.5 100
90-180 0 0 0
0-180 2170.62 83.5 100

ZONAL LUMEN SUMMARY

PCC 80 70 50 10 0
PW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 10
RCR
0 .99 .99 .99 .99 .97 .97 .97 .97 .93 .93 .93 .85 .85 .85 .83
1 .91 .87 .84 .81 .89 .85 .82 .79 .82 .79 .77 .75 .74 .72 .70
2 .83 .76 .70 .66 .81 .74 .69 .65 .71 .67 .63 .66 .63 .60 .59
3 .75 .67 .60 .54 .73 .65 .59 .54 .63 .57 .53 .58 .54 .51 .49
4 .69 .59 .52 .46 .67 .58 .51 .46 .56 .50 .45 .52 .47 .44 .42
5 .63 .53 .45 .40 .62 .52 .45 .39 .50 .44 .39 .47 .42 .38 .36
6 .58 .47 .40 .34 .57 .47 .39 .34 .45 .39 .34 .42 .37 .33 .32
7 .54 .43 .36 .30 .53 .42 .35 .30 .41 .35 .30 .39 .33 .30 .28
8 .50 .39 .32 .27 .49 .38 .32 .27 .37 .31 .27 .35 .30 .26 .25
9 .47 .36 .29 .24 .46 .35 .29 .24 .34 .28 .24 .33 .28 .24 .22
10 .44 .33 .26 .22 .43 .33 .26 .22 .32 .26 .22 .30 .25 .22 .20

COEFFICIENTS OF UTILIZATION
ANGLE 0-DEG 45-DEG 90-DEG  
45 1268 1286 631
55 1164 986 472
65 749 784 307
75 252 380 151
85 1 1 28

LUMINANCE (Candela / sq meter)

0 45 90
0 786 786 786
5 943 892 781
15 1177 1062 748
25 1345 1177 691
35 1214 1203 604
45 997 1011 496
55 914 775 371
65 589 616 242
75 199 299 119
85 1 2 23
95 0 1 1
105 0 0 0
115 0 0 0
125 0 0 0
135 0 0 0
145 0 0 0
155 0 0 0
165 0 0 0
175 0 0 0
180 0 0 0 

CANDELA DISTRIBUTI0N

Installation instructions may be found at www.energielighting.com. 
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