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Description: Luceo UXP1 Surface with 1 28 watt T5
lamp, highly specular louver

Catalog Number: LUC-SUR-UXP-H-1T528-120-HRD

Efficiency: 74.2%

Distribution: 8% indirect, 92% direct
ANSI/IESNA RP-1-04 compliant at 55 degrees.

ZONE LUMENS % LAMP % FIXT
0 - 30 760.76 29.3 39.4
0 - 40 1258.63 48.4 65.2
0 - 60 1771.99 68.2 91.9
0 - 90 1783.29 68.6 92.4
90 - 120 23.25 .9 1.2
90 - 130 43.95 1.7 2.3
90 - 150 98.46 3.8 5.1
90 - 180 145.82 5.6 7.6
0 - 180 1929.11 74.2 100

ZONAL LUMEN SUMMARY

PCC 80 70 50 10 0
PW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 10
RCR
0 .87 .87 .87 .87 .84 .84 .84 .84 .79 .79 .79 .71 .71 .71 .69
1 .82 .79 .77 .75 .79 .77 .75 .73 .73 .72 .70 .66 .65 .64 .62
2 .76 .72 .68 .65 .74 .70 .67 .64 .67 .64 .62 .61 .59 .58 .56
3 .71 .65 .61 .57 .69 .64 .60 .56 .61 .58 .55 .56 .54 .52 .50
4 .66 .59 .54 .50 .64 .58 .53 .50 .56 .52 .49 .51 .49 .46 .45
5 .62 .54 .49 .45 .60 .53 .48 .44 .51 .47 .43 .47 .44 .42 .40
6 .58 .49 .44 .40 .56 .48 .43 .40 .47 .42 .39 .43 .40 .37 .36
7 .54 .45 .40 .36 .52 .44 .39 .36 .43 .38 .35 .40 .37 .34 .33
8 .50 .42 .36 .33 .49 .41 .36 .32 .40 .35 .32 .37 .34 .31 .30
9 .47 .38 .33 .30 .46 .38 .33 .29 .37 .32 .39 .34 .31 .28 .27
10 .44 .36 .30 .27 .43 .35 .30 .27 .34 .30 .26 .32 .28 .26 .25

COEFFICIENTS OF UTILIZATION
ANGLE 0-DEG 45-DEG 90-DEG
45 412 683 675
55 48 194 129
65 3 8 3
75 2 2 2
85 2 2 2

LUMINANCE (Candela / sq meter)

0 45 90
0 829 829 829
5 859 844 828
15 985 917 802
25 1011 955 748
35 827 860 664
45 324 537 530
55 38 152 101
65 2 6 3
75 2 2 2
85 2 2 1
95 2 3 4
105 6 6 13
115 12 12 23
125 20 22 33
135 29 35 42
145 44 45 50
155 53 53 57
165 61 59 61
175 63 63 64
180 64 64 64

CANDELA DISTRIBUTI0N

Installation instructions may be found at www.energielighting.com. 


