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Description:   Luceo UXP2 Pendant with 2 28 watt T5
lamps, highly specular louver

Catalog Number: LUC-PEN-UXP-H-2T528-277

Efficiency: 95.1%

Distribution: 62% indirect, 38% direct
ANSI/IESNA RP-1-04 compliant at 55 degrees.

ZONE LUMENS % LAMP % FIXT
0 - 30 806.37 15.5 16.3
0 - 40 1272.2 24.5 25.7
0 - 60 1849.93 35.6 37.4
0 - 90 1889.58 36.3 38.2
90 - 120 739.42 14.2 15
90 - 130 1326.39 25.5 26.8
90 - 150 2399.85 46.2 48.6
90 - 180 3053.41 58.7 61.8
0 - 180 4942.99 95.1 100

ZONAL LUMEN SUMMARY

PCC 80 70 50 10 0
PW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 10
RCR
0 .99 .99 .99 .99 .90 .90 .90 .90 .73 .73 .73 .43 .43 .43 .36
1 .92 .88 .85 .82 .83 .80 .77 .75 .66 .64 .62 .40 .39 .38 .33
2 .84 .78 .73 .69 .77 .71 .67 .63 .59 .56 .53 .36 .35 .34 .29
3 .78 .70 .63 .58 .70 .64 .58 .54 .53 .49 .46 .33 .32 .30 .26
4 .71 .62 .55 .50 .65 .57 .51 .47 .48 .43 .40 .30 .28 .27 .23
5 .66 .56 .49 .44 .60 .51 .45 .41 .43 .39 .35 .28 .26 .24 .21
6 .61 .50 .43 .38 .55 .46 .40 .36 .39 .34 .31 .25 .23 .22 .19
7 .56 .46 .39 .34 .51 .42 .36 .32 .36 .31 .28 .23 .21 .20 .17
8 .52 .42 .35 .30 .48 .38 .32 .28 .33 .28 .25 .22 .19 .18 .15
9 .49 .38 .31 .27 .45 .35 .29 .25 .30 .25 .22 .20 .18 .16 .14
10 .46 .35 .28 .24 .42 .32 .27 .23 .28 .23 .20 .19 .16 .15 .13

COEFFICIENTS OF UTILIZATION
ANGLE 0-DEG 45-DEG 90-DEG
45 705 622 748
55 176 270 220
65 12 20 12
75 13 7 7
85 21 14 4

LUMINANCE (Candela / sq meter)

0 45 90
0 1020 1020 1020
5 1025 1020 1014
15 1052 1024 967
25 910 941 883
35 658 755 761
45 553 489 588
55 138 212 172
65 9 16 10
75 10 6 6
85 17 11 3
95 29 29 40
105 175 230 146
115 488 534 266
125 802 730 389
135 968 804 505
145 981 776 606
155 881 775 687
165 812 768 744
175 782 777 773
180 776 776 776

CANDELA DISTRIBUTI0N

Installation instructions may be found at www.energielighting.com. 

Details

CONTINUOUS LINE COUPLING
High-quality continuous line couplings
made of die-cast aluminum provide a
compact and torsion-resistant connection
between two luminaires. 
LUC-JNR ordered separately. 

CORNER CONNECTORS
This node made of die-cast aluminum
connects up to 4 luminaires of a continu-
ous line in any angle between 90° and
160°.  
LUC-CNR ordered separately. 

PENDANT MOUNTING
The height and horizontal adjustment of
the luminaire is easily modified by using
an integral spring element.


