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Description: Luceo UXP2 Surface with 2 28 watt T5
lamps, highly specular louver 

Catalog Number: LUC-SUR-UXP-H-2T528-120-HRD

Efficiency: 66.3%

Distribution: 5% indirect, 95% direct

ZONE LUMENS % LAMP % FIXT
0 - 30 1341.01 25.8 38.9
0 - 40 2119.13 40.8 61.5
0 - 60 3247.56 62.5 94.2
0 - 90 3271.18 62.9 94.9
90 - 120 27.94 .5 .8
90 - 130 52.8 1 1.5
90 - 150 118.3 2.3 3.4
90 - 180 175.41 3.4 5.1
0 - 180 3446.58 66.3 100 

ZONAL LUMEN SUMMARY

PCC 80 70 50 10 0
PW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 10
RCR
0 .78 .78 .78 .78 .76 .76 .76 .76 .72 .72 .72 .65 .65 .65 .63
1 .73 .71 .69 .67 .71 .69 .68 .66 .63 .65 .61 .60 .59 .58 .57
2 .69 .64 .61 .58 .67 .63 .60 .57 .60 .58 .56 .55 .54 .52 .51
3 .64 .58 .54 .51 .62 .57 .53 .50 .55 .52 .49 .51 .48 .47 .45
4 .69 .53 .48 .45 .58 .52 .48 .44 .50 .46 .43 .48 .45 .42 .40
5 .55 .48 .43 .40 .54 .47 .43 .39 .46 .42 .39 .42 .40 .37 .36
6 .51 .44 .43 .35 .50 .43 .38 .35 .42 .38 .34 .39 .36 .33 .32
7 .48 .40 .35 .32 .47 .39 .35 .31 .38 .34 .31 .36 .33 .30 .29
8 .45 .37 .32 .29 .44 .36 .32 .28 .35 .31 .28 .33 .30 .27 .26
9 .42 .34 .39 .26 .41 .34 .29 .26 .33 .28 .26 .31 .28 .25 .24
10 .39 .32 .27 .24 .38 .31 .27 .24 .30 .26 .23 .29 .25 .22 .22

COEFFICIENTS OF UTILIZATION
ANGLE 0-DEG 45-DEG 90-DEG
45 1266 1135 1732
55 268 553 787
65 1 2 0
75 0 0 0
85 0 0 0

LUMINANCE (Candela / sq meter)

0 45 90
0 1797 1797 1797
5 1793 1813 1853
15 1636 1714 1800
25 1340 1464 1674
35 1068 1188 1538
45 994 892 1361
55 210 434 619
65 1 18 0
75 0 0 0
85 0 0 0
95 2 3 5
105 7 8 16
115 14 14 28
125 23 26 40
135 35 43 51
145 52 54 61
155 64 64 69
165 73 71 75
175 77 77 78
180 78 78 78  

CANDELA DISTRIBUTI0N

Installation instructions may be found at www.energielighting.com. 


