PEN 2

Specifications

CONSTRUCTION

Fixture housings are constructed of aluminum.
Ceiling canopy and cross-bar are constructed
of steel.

FINISH
Textured, natural aluminum powdercoat finish.
Two tone finish with darker band is standard.

SHIELDING

Specular, stepped reflector. Lamp aperture is
open, with bottom of lamp recessed
approximately 3" above the fixture edge.

ELECTRICAL

Specify 120 or 277 volt. Fixture and all

electrical components are U.L./C.U.L. listed.
Fixture may be dimmed with no special modifica-
tion or specification. Supplied with electroic trans-
formers, located in the ceiling canopy.

CONSULT FACTORY FOR AVAILABILITY

Catalog Number

FIXTURE
PEN2 — Dual Pen

__ VOLTAGE
120 - 120 Volt
277 - 277 Volt

EXAMPLE: PEN2-120

LAMPING

(2) 50 watt maximum low voltage MR-16.
Aluminized reflector lamp recommended.
Lamps are not included.

MOUNTING

Fixture is mounted to ceiling canopy with

two 72" aircraft cables as shown. See reverse
for canopy detail. Aircraft cables are fully
adjustable. Power cord is black.
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PEN 2

Details
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SUSPENSION CANOPY

Fixture includes ceiling mounted suspension
canopy which contains two electronic
transformers. Canopy will cover standard
junction box.

Fixture is mounted to canopy by two fully
adjustable aircraft cables.

Installation instructions may be found at www.energielighting.com.
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