


RONDO 3

Photometrics

CANDELA DISTRIBUTION LUMINAIRE
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000 55 358 336 123 Efficiency: 81.2%
65 20 34 27
75 2 3 2

1200 o : : : ZONAL LUMEN SUMMARY
105 0 0 0 ZONE  LUMENS % LAMP % FIXT
115 0 0 0 0-30 10762 336 414

1500 125 0 0 0 0-40 16535 51.7 63.6
135 0 0 0 0-60 25422 794 97.9
145 0 0 0 60-90 554 1.7 2.1

1800 155 0 0 0 0-90 2597.6 81.2 100.0
165 0 0 0 90-180 03 0.0 0.0
175 0 0 0 0-180 25979 812 100.0
180 0 0 0
COEFFICIENTS OF UTILIZATION
PCC 80 70 50 10 0

70 50 30 10 70 50 30 10 50 30 10 50 30 10 0

RCR
0 97 97 97 97 94 94 94 94 90 90 90 83 .83 .83 81
1 91 8 86 .83 89 86 84 8 83 81 80 .77 76 75 74
2 85 8 76 .72 .8 78 .75 71 76 72 70 71 69 67 66
3 79 72 67 63 77 Il 66 62 69 65 61 65 62 .59 59
4 73 66 60 55 72 65 59 55 63 58 54 59 56 .53 53
5 68 60 54 49 67 59 53 49 57 52 49 54 51 48 47
6 64 55 48 44 62 54 48 44 53 47 44 50 46 43 43
7 60 50 44 40 58 50 44 40 48 43 39 46 42 .39 39
8 56 46 40 36 55 46 40 36 45 40 36 43 39 35 35
9 52 43 37 33 51 42 37 33 42 36 33 40 36 32 32

Details

SUSPENSION CANOPY OPTIONAL GLASS RING

Fixture includes suspension canopy as shown. Decorative glass ring is frosted and anchors to
Suspension canopy is constructed of steel and the fixture with three mounting points as

is a painted aluminum finish. Cable adjust- shown.

ment is tool-free with a push button adjuster at

the fixture.

Installation instructions may be found at www.energielighting.com.
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