LAS 3 LED

Specifications

CONSTRUCTION
Fixture trim and backbox are made of steel.

SHIELDING
Fixture is shielded with opalescent plastic.

FINISH
Fixture trim is finished in silver powdercoat,
color RAL 9006.

ELECTRICAL
Fixture and all electrical components are
U.L./C.U.L. listed. 120 volt only.

LAMPING
Integral single 1 watt LED included.

Catalog Number

FIXTURE
ZLD-3 - Zas 3 LED

___ COLOR
BLU - Blue
AMB — Amber
RED - Red
GRN - Green
WHW — Warm White
WHC — Cool White

EXAMPLE: ZLD-3-RED

MOUNTING

Fixture is mounted with included backbox.
Fixture may be mounted in plaster or drywall
up to a maximum of 3/4” thick. See reverse
for details. ADA COMPLIANT.

Dimensions

S

NOTE: Outer dimensions shown in solid line, wall cut-out shown in dashed line.
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ZAS 3 LED

Mounting

ZAS 3 LED BACK BOX

0.8 ——— 22" — piq0.8"D]
ﬂ «— 0.4" TYP
A
o o ——
v —0.4" TYP
A
v
A
o
- >
LY [l
o B
J =
———
in P |
o o b

| | |
| Il ! Il |
0.4" TYP LJ« 1.4"TYP J

Fixture includes back box. Box must be
installed prior to finishing wall construction.

Installation instructions may be found at www.energielighting.com.
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